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Colours & finishes 

Midnight 
Black / Ebony

Rainforest
Karaka / Karaka

Ashwood
Sandstone Grey / Sandstone Grey

Charcoal
Black / Ebony

Greenstone
Karaka or River Gum / Karaka 

Cedar
Lignite or Scoria / Lignite

Ravine
Karaka / Karaka

Terracotta
Scoria / Scoria

Onyx
Greyfriars / Greyfriars

Teak
Lignite / Lignite

Pepper
Ironsand / Ironsand

Eclipse 
Black / Ebony

Pearl Grey 
Sandstone Grey / Sandstone Grey

Ocean Blue
New Denim Blue / New Denim Blue

Chalk
Cloud / Pacific Cloud

Morocco
Beige / No equivalent

Dark Green
Karaka / Karaka

Marseille Clay
Terracotta / Terracotta

Smoke Grey
Greyfriars / Greyfriars

Mint Green
Mist Green / Mist Green

Russet
Scoria / Scoria

Castle Grey
Windsor Grey / Windsor Grey

Obsidian
Black / Ebony

Graphite
Ironsand / Ironsand

Textured finishes and colours are available 

for all Gerard roof profiles. 

Gerard Rockport

Gerard Milano

Gerard SenatorGerard Oberon

Satin finishes and colours are available for 

the three Gerard profiles shown below. 

Gerard Tuffcoat

Gerard Colortile

Gerard CoronaGerard Alpine

The name below each colour swatch title is the Colorcote® / Colorsteel® equivalent. 

These are useful for matching accessories like fascia or aluminium joinery as the names 

are often referred to as a colour standard.

The name below each colour swatch title is the Colorcote® / Colorsteel® equivalent. 

These are useful for matching accessories like fascia or aluminium joinery as the names 

are often referred to as a colour standard.
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