
FLAT BOARD CLADDING OVER
BUILDING UNDERLAY - Ex50x25
H3.1 BATTENS WHERE
REQUIRED

TIMBER FRAMING

APPROVED BACK FLASHING

SEALANT

SCRIBER FIXED IN BED OF
SEALANT

BUILDING UNDERLAY
CONTINUOUS AROUND CORNER

SELECTED CRAFTSTONE
VENEER OVER CRAFTSTONE
ADHESIVE MORTAR ON 9mm
ETERPAN FIXED ACCORDING TO
VENTCLAD CONSTRUCTION
DETAILS

50mm cover

VENTCLAD CAVITY SYSTEM

SEALANT OVER PEF BACKING
ROD

SCALE ISSUEDSHEET

WWW.CRAFTSTONE.CO.NZ

COPYRIGHT CRAFTSTONE NEW ZEALAND LIMITED

CRAFTSTONE NEW ZEALAND ACCEPTS NO LIABILITY FOR DRAWINGS SUBMITTED TO COUNCIL

6C PIERMARK DRIVE, ALBANY, AUCKLAND, NEW ZEALAND  -  P: 09 447 3918  F: 09 447 3919

 P.O. BOX 302-613 NORTH HARBOUR 0751, AUCKLAND, NEW ZEALAND

 1 : 2 @ A4 08/12/11E3
TYPICAL EXTERNAL CORNER WITH FLAT BOARD CLADDING - ALTERNATIVE


